
VITI
Per il fissaggio di circuiti stampati e lastre di montaggio nonché componenti sono disponibili viti autofilettanti. 

Avvertenza di montaggio: tenere presenti i diversi tipi di intaglio a croce (PZ / PH) e la misura del cacciavite.

Versioni

A0304031
Self-tapping screws 2.2 x 5 mm 
(PZ1)

A0305031
Self-tapping screws 2.5 x 6 mm 
(PZ1)

A0306031
Self-tapping screws 3 x 6 mm 
(PZ1)

A0308031
Self-tapping screws 3 x 8 mm 
(PZ1)

16.03.2026  1 / 2

https://www.okw.ch/it/Viti/A0304031.htm
https://www.okw.ch/it/Viti/A0308031.htm
https://www.okw.ch/it/Viti/A0306031.htm
https://www.okw.ch/it/Viti/A0305031.htm


VITI

A0308132
Self-tapping screw 3 x 8 mm 
(T10)
Stainless steel

A0325060
Self-tapping screw 2.5 x 6 mm 
(T8)
Stainless steel

A0325080
Self-tapping screws 2.5 x 8 mm 
(PZ1)

A0330080
Screw M3 x 8 mm (T10)
Stainless steel

A9199008
Set of screws

B5111201
Set of screws
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https://www.okw.ch/it/Viti/B5111201.htm
https://www.okw.ch/it/Viti/A9199008.htm
https://www.okw.ch/it/Viti/A0330080.htm
https://www.okw.ch/it/Viti/A0325080.htm
https://www.okw.ch/it/Viti/A0325060.htm
https://www.okw.ch/it/Viti/A0308132.htm

